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Application: Chock Placement

Positioning the Hybrid Lo-Pro™ Devices

Placement: A Hybrid Lo-Pro™ chock set includes one (1 ) left-hand (anchor chock) and one (1) right-hand (active
chock wistrap). Two (2) sets are required per vehicle. The chocks secure to the railcar tie-down track.

Anchor chock

Example of Hybrid Lo-Pro™ chocks applied to a wheel.

Application: Step 3

Secure the Locking Mechanisms

Step # 3: Push the release lever down to ‘locking’ position. Move chock back from the tire until locking pin
engages/locks into chock track..

When fully locked, the release
lever is in line with alignment
mark.

Push the release
lever down to lock
in place.
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* AAR guidelines allow up to 1-1/4" space between the chock and the vehicl
manufacturer securement guidelines.

.
e wheel. Always follow the vehicle

Ensure the Strap is Properly Positioned

Step # 6: Center the strap over the middle of the tire with the cleat tread lugs engaged in the tire groove.
Ensure the strap is pulled through forque tube neatly and not twisted.

B) Cleat tread lugs
are engaged into the
tire groove.

C) The middle cleat is centered at the top of
standard size tires; or Between 10 and 2 O'clock
position for different size tires.

D) Ensure the strap is pulled through the torque
tube, not twisted or pinched.

i CORRECT I

A) The strap is
centered in the
middle of the tire.

Application: Step 1

Disengage the left-hand Chock’s Locking Mechanism

Step # 1: Starting with the left-hand Hybrid Lo-Pro™ chock, pull back on the locking pin release and pull up to
catch the vertical slot ‘cocked’.

Example of release leverin
‘locked’ position.

LOCKED

T

STEP 1

Disengage:
Pull back on the release
lever and pull up to catch
the vertical slot ‘cocked’
position.

STEP 2
Lock:

Move the chock away from
the tire until Jocking pin
engages/locks into chock
track.

Position:

Set the Hybrid Lo-Pro™ chock

in place against the tire.
Disengage the release lever.

Application:

Tighten the Right-Hand Adjustable Chock Strap

Step #7: Pull the strap slack away from the T-hook. Then ratchet the right-hand adjustable chock to tighten the
strap until there is a slight compression of the tire. Then further tighten 2 CLICKS.
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Tighten the right-hand chock by rotating the wrench counter-
clockwise.

Starting from the T-hook, pull the strap slack
toward the right-hand adjustable chock.

Application: Step 2

Position the Left-hand Lo-Pro ™ Chock

Step # 2: With the release lever disengaged, position the Left-hand Lo-Pro™ on the railcar tie-down track as
close to the vehicle wheel as possible.

The Hybrid Lo-Pr ocking pin ‘ g

Hybrid Lo-Pro "™ underside will engage the track openings. ‘ ‘&

view ! :
Position the Hybrid Lo-Pro™ as close to
the vehicle wheel as possible.

Application: Step 5

Secure the J-hook

Step # 5: Pull the sfrap over the tire and affix the 7-hook onto the Left-hand chock torque tube.
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1) Step on the release pawl lever to unwind the strap.
2) Pull the strap over the tire.
3) Hook the T-hook to the slot in tube of the left-hand (anchor) chock.
4) Assure T-hook is turned in slot and flush against tire.

T-hook- Correct

Releasing the Hybrid Lo-Pro™ from the Tie-down Track

Removal: Release the chocks from the tie-down tracks. Wrap the cleat strap around the right-hand chock. Store
in the provided side screen chock pans.

\ 5% =

Wrap the strap around
the right-hand chock

Pull back on the
release lever and pull
up to catch the
vertical slot ‘cocked’
position.

Store chocks in the
railcar chock box.

Push the
down with your
foot to release the

Un-clasp the T-hook,
then wrap the strap
around the right-
hand Lo-Pro™ chock.

Step 2 Step 4
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