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0   No damage 4   Chock spacing 8

1   Broken 5 9

2   Cracked 6

3   Strap loose, fallen or twisted 7

Holden Grate-Lock Chock
Maximum spacing: 3/4"

Vehicle Restraint System (VRS) (Wabtec)
Maximum spacing: 3/4"

 Wabtec Non-metallic LoPro Model I

Maximum spacing: 1 1/4"

Holden Grip-Lock Chock with 8 chock conf
Maximum wedge spacing: 5/8"
Chock face to tire spacing: 0"

 Tri Lo Chock
Maximum spacing: 1 1/4"

 Lock & Load Chock
Maximum spacing: 3/4"

Wabtec Sta-Put Chock w/wo strap

Maximum spacing: 3/4"

Trinity Through Track Mandrel (TTM)

Maximum spacing: 1 1/4"

Grip-Lock Chock w/4 chock configuration 
Maximum wedge spacing: 5/8"
Chock face to tire spacing: 0"

Wabtec Hybrid LoPro Chock 
Maximum spacing: 1 1/4"

Wabtec Non-metallic LoPro Model II

Maximum spacing: 1 1/4"

60-75:

60-76:

40 Series: Holden 50 Series: Holland

60-40:

60-45: 60-52:

60-72:60-42: 60-51:

Jumped Chock Series Codes

60-70:

  Rearward vehicle damaged by jumped vehicle

Severity/Condition Codes (0 through 7) Severity/Condition Codes (Adjacent damaged vehicles: 8 and 9)

  Forward vehicle damaged by jumped vehicle
  Not locked in track or disengaged

60-64:60-50:

60 Series: Trinity

  Missing

  Mixed chock types on vehicle

70 Series: Wabtec

8 9Jumped Vehicle
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