
1) USING A 5/32” PUNCH, HAMMER ROLL PIN OUT. 2) IT MAY BE NECESSARY TO CENTER ROLL PIN TO 

THRU HOLE IN THE ARTICULATION. 

 

3) PULL BACK ON RELEASE LEVER 

DISENGAGING LATCHING PIN. 

(MAY HAVE TO PRY BACK IF HANDLE IS  

BROKEN TOO CLOSE TO THE PIN) 

4) REMOVE LATCHING PIN FROM REAR OF  

THE ARTICULATION.  

TOOLS REQUIRED: 5/32” PUNCH, HAMMER 

RELEASE LEVER (ZT‐632) REPLACEMENT 

5) REPLACE RELEASE LEVER AND  

RE‐POSITION SPRING AND  

FOLLOWER BALL. 

6) INSERT LATCHING PIN. 

 

 

7) ROTATE LATCHING PIN UNTIL HOLE FOR ROLL PIN IS 

VISIBLE. 

 

7) HAMMER ROLL PIN INTO PLACE.   

(FLUSH WITH TOP OF RELEASE HANDLE) 

 

 

TOOLS REQUIRED: 1/2” DEEP WALL SOCKET, 3/8” DRIVE RATCHET, HAMMER 
TEETH (ZT‐649 & ZT‐636) REPLACEMENT 

1) LOOSEN AND REMOVE NUT 

 

 

 2) REMOVE AND REPLACE TEETH. 

 

3) INSERT CARRIAGE BOLT, APPLY  

WASHER AND NUT.  

4) TIGHTEN– BUT DO NOT OVERTIGHTEN AS  

THREADS CAN STRIP. 

LONG & SHORT LEVER/FACE PLATE (ZT‐628 & ZT‐629), STRAP (ZT‐654‐FX) REPLACEMENT 
TOOLS REQUIRED: 1/2” DEEP WALL SOCKET, 3/8” DRIVE RATCHET, HAMMER 

1)  LOOSEN NUT FROM 1/2” FACE PLATE PIVOT BOLT. 

 
2)  SLIDE BOLT OUT AND REPLACE FACE PLATE(S)  

AND/OR STRAP. 

3)  INSERT PIVOT BOLT THROUGH FACE PLATE AND/

OR STRAP.  ASSURE THAT THE CLEATS ARE CORRECT 

TO ENGAGE TIRE TREAD (SEAM FACING UP). 

1) REMOVE FACE PLATE PIVOT BOLT AS STATED BELOW. 

2) REMOVE 3/8” BOLT. 

3) REPLACE LATERAL RESTRAINT AND/OR SIDE HANDLE. 

4) REINSTALL 3/8” BOLT AND START THE NUT (ASSURE WASHERS ARE PRESENT). 

5) TIGHTEN. 

6) REINSTALL FACE PLATE PIVOT BOLT AS STATED BELOW. 

NOTE: FACE PLACE PIVOT BOLT MUST BE LOOSENED 1/2‐1 TURN SO THAT FACE  PLATES ROTATE FREELY. 

LATERAL RESTRAINT (ZT‐630‐RED/GRN), SIDE HANDLE (ZT‐631‐RED/GRN) REPLACEMENT 
TOOLS REQUIRED: 3/8” & 1/2” DRIVE RATCHETS, 9/16” COMBINATION WRENCH, 3/4” & 9/16” DEEP WALL SOCKET, 3/4” SOCKET– 1/2” DRIVE 

4)  RATCHET TIGHT.  THEN LOOSEN  

1/2‐1 TURN SO FACEPLATES MOVE FREELY.  

To learn more, email info@wabtec.com 

Wabtec… Your TransportaƟon SoluƟons Provider 

PAN TEETH (ZT‐933) REPLACEMENT \ INSTALL 
TOOLS REQUIRED: 1/2” DEEP WALL SOCKET, 3/8” DRIVE RATCHET 

1)  LOOSEN AND REMOVE ARTICULATION BOLT. 2) INSTALL TWO ZT‐933 TEETH INTO 

THE BOTTOM OF THE CHOCK WITH THE HOOK 

FACING THE FRONT OF THE CHOCK. 

TEETH WILL BE LOCATED BETWEEN RIBS 1 & 2 AND 3 & 4. 

3) REINSERT THE  BOLT THROUGH THE 

CHOCK BODY, TEETH, AND ARTICULATION. 4)  INSTALL AND TIGHTEN THE NUT. 

Front of chock 

Rib 1 Rib 2 Rib 3 Rib 4 


